
      

Introducing the
Guideline 4000 LP+™
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microTargeting™

Impedance check, macro- and micro-stimulation • 
supported on 1 to 5 channels

24-hour technical help, on-site • 
support and training included

Portable, lightweight case options for • 
easy transportation

Wheeled OR cart option• 

FHC
Simplifi ed user interface:• 
Software version 1.4 details enclosed,
or visit www.fh-co.com/LPP.htm



FHC offers an optional cart as an accessory
to the LP+, for use in centers where the
LP+ will be permanently installed.

FHC, Inc.
1201 Main Street
Bowdoin, ME 04287  USA
Fax: +1-207-666-8292
E-mail: fhcinc@fh-co.com
www.fh-co.com

24 hour technical service:
1-800-326-2905 (US & Canada)
+1-207-666-8190

FHC Europe
(TERMOBIT PROD srl)
129 Barbu Vacarescu Str, Sector 2
Bucharest 020272
Romania

“Innovation through collaboration”

Highly portable and highly confi gurable, the LP+ components can be arranged in 
any number of ways to meet the specifi c needs of the surgical team.

One Case Option - All components fi t in one foam-padded, lockable, wheeled
transport case with telescoping handle (shown left). Suitable for airplane check,
car transport, or shipment.

Two Case Option – The LP+ and laptop fi t in a small, soft case suitable for airplane 
carry-on. A second small case carries accessories and associated equipment.

Cart Option – The entire LP+ system can be arranged on a wheeled cart for
permanent installation (shown right). Includes a locking cabinet for equipment
storage and fi ttings to mount optional second screen and keyboard.

Custom Confi guration
with Easy Transport Options

Need more than 5 channels? Ask about FHC’s Guideline 4000™ with up to 10 channels.

One to fi ve recording channels supported, according to user preferences; • 
includes:

Two auxiliary analog inputs »
One auxiliary digital input »
Independent, earth-referenced analog outputs for all recording channels »
Standard 3.5 mm stereo jack for earth-referenced audio output »

Micro-stimulation, macro-stimulation, and impedance check supported    • 
on all channels

Independently adjustable digital fi lters on all channels• 

Standard PC laptop and high-quality, self-powered desktop speakers       • 
included

Optional kit includes USB-powered neuro/craft™ QuickWave handheld • 
function generator and model electrode for equipment testing and analysis

Supports one microTargeting™ STar™ Drive Motor/Encoder system• 

Maximum Targeting Power
in a Compact, Aff ordable Package

microTargeting™

As the newest member of the Guideline 4000™ family, the
microTargeting™ Guideline 4000 LP+™ neuromodulation targeting
system features the power of the Guideline 4000™ in a light, portable
package. Optimized for clinical use (user-specifi able channel count, streamlined
setup, rugged design), the LP+ continues to support high-powered research (fully adjustable
digital fi lters, wideband recording capabilities, straightforward data export and analysis).
Featuring the Guideline 4000™ software version 1.4 release, the LP+ offers the most
powerful targeting system on the market in a new, streamlined, affordable package.
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